
Dimensioni d'ingombro Overall dimensions

Lubrificazione: Olio SAE 10W40
Capacità: 1.2 Litri
Peso pompa: 17.9 Kg

Lubrication: SAE 10W40 Oil
Capacity: 1.2 Litres
Weight: 17.9 Kg

Pump
Pompa

bar PSI 50 Hz

Pressure
Pressione

Volume
Portata

RPM
giri/min

Power
Potenza

XLT1520HTIEX 200 2900 15

Caratteristiche Tecniche Technical CharacteristicsXLT HT I EX 2018
vers. Ø24

l/min GPM

60 Hz 50 Hz 60 Hz 50 Hz 60 Hz

HP kW

50 Hz 60 Hz 50 Hz 60 Hz

18 4.0 4.7 1450 1740 7.9 9.4 5.8 6.9

213

105

263

28 189.5

341

82

1
68
.2

35
87

47

(4x) M10 x14

145

103

8 h9 (- 0.036
0.000+ )

27

50 2

XLT3020HTIEX 200 2900 30 36 7.9 9.5 1450 1740 15.3 18.4 11.3 13.6

61
n

f7
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0
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0
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-
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XLT4217HTIEX 170 2465 42 50 11.2 13.4 1450 1740 18.5 22.2 13.6 16.3

XLT3320HTIEX 200 2900 33 40 8.7 10.4 1450 1740 16.9 20.3 12.5 15.0
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XLT2720HTIEX 200 2900 27 31 7.1 8.6 1450 1740 13.7 16.4 10.1 12.1

XLT1820HTIEX 200 2900 18 22 4.8 5.8 1450 1740 9.4 11.3 6.9 8.3

XLT2220HTIEX 200 2900 22 26 5.8 7.0 1450 1740 11.6 13.9 8.5 10.2

XLT2520HTIEX 200 2900 25 30 6.6 7.9 1450 1740 13.1 15.7 9.6 11.5

341.5

156.5

55
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14*

Optional
51

Pompe XLT HT I EX serie 2018
XLT HT I EX pumps 2018 series

HAWK

XLT1520HTIEX
XLT1820HTIEX
XLT2220HTIEX
XLT2520HTIEX
XLT2720HTIEX
XLT3020HTIEX
XLT3320HTIEX
XLT4217HTIEX

30

31

36*
37*

38*

40*

39*

1

42*
41*

29

28*

27

26

16*

11*

12*

4*

10*

32

50

4645*

44*

49*

47*

48*

43*

19*

18*

17*

33*

34

35

25

16*

29

28*

26

25

15*

8*

15*

24*

22*
21*

13*

23*

20*

13*
14*

Rev. 4  04-2022

2

3

5*
6*

7*
8*

9*

XLT1520HTIEX
XLT1820HTIEX
XLT2220HTIEX
XLT2520HTIEX

(200 Nm)

(60 Nm)

(200 Nm)

(25 Nm)

(25 Nm)

(15 Nm)

(40 Nm)

(11 Nm)

(200 Nm) 5*
6*

7*

9*

(90 Nm)
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XLT HT I EX 2018 SERIES 

ORDINARY MAINTENANCE KIT / KIT MANUTENZIONE ORDINARIA 

KIT 
Item 
Pos. 

Part Number 
Codice 

Description Descrizione 

Q.TY by
Pump
Q.TÀ
per

Pompa 

X
L

T
1
5

2
0
H

T
IE

X
 

X
L

T
1
8

2
0
H

T
IE

X
 

X
L

T
2
2

2
0
H

T
IE

X
 

X
L

T
2
5

2
0
H

T
IE

X
 

X
L

T
2
7

2
0
H

T
IE

X
 

X
L

T
3
0

2
0
H

T
IE

X
 

X
L

T
3
3

2
0
H

T
IE

X
 

X
L

T
4
2

1
7
H

T
IE

X
 

A 

5- 7- 9 1.099-855.0 PLUNGER SEALS DIA. 20 mm GUARNIZIONI PISTONE  Ø20 

1 

• • • • 

5- 7- 9 1.904-918.0 PLUNGER SEALS DIA. 22 mm GUARNIZIONI PISTONE  Ø22 • • • • 

B 
13- 14 (21
22- 23- 24)

15
1.905-687.0 COMPLETE VALVE VALVOLA COMPLETA 1 • • • • • • • • 

EXTRAORDINARY MAINTENANCE KIT / KIT MANUTENZIONE STRAORDINARIA 

KIT 
Item 
Pos. 

Part Number 
Codice 

Description Descrizione 

Q.TY by
Pump
Q.TÀ
per

Pompa 

X
L

T
1
5

2
0
H

T
IE

X
 

X
L

T
1
8

2
0
H

T
IE

X
 

X
L

T
2
2

2
0
H

T
IE

X
 

X
L

T
2
5

2
0
H

T
IE

X
 

X
L

T
2
7

2
0
H

T
IE

X
 

X
L

T
3
0

2
0
H

T
IE

X
 

X
L

T
3
3

2
0
H

T
IE

X
 

X
L

T
4
2

1
7
H

T
IE

X
 

C 5- 6- 7- 8- 9

1.905-644.0 
COMPLETE SEALS PACKING 
DIA. 20 mm 

PACCO COMPLETO 
GUARNIZIONI PISTONE  Ø20 

1 

• • • • 

1.904-919.0 
COMPLETE SEALS PACKING 
DIA. 22 mm 

PACCO COMPLETO 
GUARNIZIONI PISTONE  Ø22 

• • • • 

D 
36- 37- 38

39

1.099-763.0 PLUNGER DIA. 20 mm PISTONE  Ø20 

3 

• • • • 

1.099-776.0 PLUNGER DIA. 22 mm PISTONE  Ø22 • • • • 

E 4 1.905-545.0 PLUNGER OIL SEALS ANELLI TENUTA OLIO ASTA 1 • • • • • • • • 

F 
28- 33- 45
47- 48- 49

1.905-613.0 KIT CRANKCASE SEALS KIT TENUTE CARTER 1 • • • • • • • • 

G 

5- 6- 7- 8 9-
10- 11- 12
13- 14 (21
22- 23- 24)
15- 16- 17
18- 19- 20

1.099-859.0 COMPLETE MANIFOLD 20 TESTATA COMPLETA Ø20 

1 

• • • • 

1.099-860.0 COMPLETE MANIFOLD 22 TESTATA COMPLETA Ø22 • • • • 

H 
40- 41- 42

43- 44

1.904-180.0 
CONNECTING ROD 
PLUNGER ROD ASSY 

PREMONTATO ASTA-BIELLA 
PISTONE  

1 

• • • • 

1.904-182.0 
CONNECTING ROD 
PLUNGER ROD ASSY 

PREMONTATO ASTA-BIELLA 
PISTONE  

• • • • 

I 15- 16 1.904-325.0 VALVE PLUG ASSY PREMONTATO TAPPO VAM 1 • • • • • • • • 

“Q.TY by Pump”  =>  Necessary quantity to repair one pump 
“Q.TA’ per Pompa”  =>  Quantità necessaria per riparare una pompa 
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OPTIONAL 

Item 
Pos. 

Part Number 
Codice 

Description Descrizione 

Q.TY by
Pump
Q.TÀ
per

Pompa 

X
L

T
1
5

2
0
H

T
IE

X
 

X
L

T
1
8

2
0
H

T
IE

X
 

X
L

T
2
2

2
0
H

T
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X
 

X
L
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5

2
0
H

T
IE
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X
L
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7
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0
H

T
IE

X
 

X
L

T
3
0

2
0
H

T
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X
 

X
L

T
3
3

2
0
H

T
IE

X
 

X
L

T
4
2

1
7
H

T
IE

X
 

51 9.853-427.0 THREADED BRASS PLUG G1/4 PREMONTATO TAPPO FORATO 1 • • • • • • • • 

TOOL KIT 

Part Number 
Codice 

Description Descrizione 

Q.TY by
Pump
Q.TÀ
per

Pompa 

X
L

T
1
5

2
0
H

T
IE

X
 

X
L

T
1
8

2
0
H

T
IE

X
 

X
L

T
2
2

2
0
H

T
IE

X
 

X
L

T
2
5

2
0
H

T
IE

X
 

X
L

T
2
7

2
0
H

T
IE

X
 

X
L

T
3
0

2
0
H

T
IE

X
 

X
L

T
3
3

2
0
H

T
IE

X
 

X
L

T
4
2

1
7
H

T
IE

X
 

1.099-665.0 TOOL-KIT TOOL-KIT 1 

• • • • • • • • 

1.905-659.0 OIL SEAL EXTRACTOR TOOL-KIT TOOL-KIT ESTR. PARAOLIO 1 

IMPORTANT IMPORTANTE 
* Part available ONLY in kit

Disponibile SOLO in kit

(…) Parts pre-assembled 
Parti pre-assemblate 
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PARTS LIST LISTA PARTI 

Item 
Pos 

Part Number 
Codice 

Description Descrizione KIT 
Q.TY
Q.TÀ

X
L

T
1
5

2
0
H

T
IE

X
 

X
L

T
1
8

2
0
H

T
IE

X
 

X
L

T
2
2

2
0
H

T
IE

X
 

X
L

T
2
5

2
0
H

T
IE

X
 

X
L

T
2
7

2
0
H

T
IE

X
 

X
L

T
3
0

2
0
H

T
IE

X
 

X
L

T
3
3

2
0
H

T
IE

X
 

X
L

T
4
2

1
7
H

T
IE

X
 

1 9.850-377.0 CRANKCASE CARTER   1 

• • • • • • • • 

2 9.851-277.0 POLYESTER FIBER SPONGE SPUGNA POLIESTERE 1 

3 9.851-443.0 DRAINAGE TANK VASCHETTA 1 

4* PLUNGER OIL SEAL ANELLO RADIALE  E 3 

5* "O" RING Ø1.78X37.82 "O" RING Ø1.78X37.82 A-C-G 3 

6* 
PRESSURE RING 20MM PRESSORE "U" Ø20 

C-G 3 
• • • • 

PRESSURE RING 22MM PRESSORE "U" Ø22 • • • • 

7* 
LOW PRESSURE "U" SEAL, DIA.20MM ANELLO TENUTA "U" Ø20  

A-C-G 3 
• • • • 

LOW PRESSURE "U" SEAL, DIA.22MM ANELLO TENUTA "U" Ø22  • • • • 

8* 
INTERMED. RING 20MM DIFFUSORE INTER. Ø20    

C-G 3 
• • • • 

INTERMED. RING 22MM DIFFUSORE INTER. Ø22  • • • • 

9* 
HIGH PRESSURE "U" SEAL, DIA.20MM ANELLO TENUTA "U" Ø20   

A-C-G 3 
• • • • 

HIGH PRESSURE "U" SEAL, DIA.22MM ANELLO TENUTA "U" Ø22  • • • • 

10* COPPER WASHER G 3/4 GUARNIZIONE RAME G 3/4 G 1 

• • • • • • • • 

11* BRASS PLUG G 3/4 TAPPO G3/4 G 1 

12* MANIFOLD HOUSING 22/20 TESTATA Ø22/20 G 1 

13* "O" RING Ø2.62X21.89 "O" RING Ø2.62X21.89 B-G 6 

14* VALVE ASSEMBLY VALVOLA PREMONTATA B-G 6 

15* "O" RING Ø2.62X25.80 "O" RING Ø2.62X25.80 B-G 6 

16* VALVE PLUG TAPPO VALVOLA  G 6 

17* MANIFOLD STUD BOLT VITE M10X80 GEOMET G 8 

18* LOCK-WASHER ROSETTA ELASTICA    G 8 

19* COPPER WASHER G1/2 GUARNIZIONE RAME G1/2 G 1 

20* BRASS PLUG G1/2 TAPPO G1/2 G 1 

21* VALVE SEAT SEDE VALVOLA B-G 6 

22* VALVE PLATE PIATTELLO VALVOLA B-G 6 

23* VALVE SPRING MOLLA VALVOLA B-G 6 

24* VALVE CAGE GABBIA VALVOLA B-G 6 

25 9.851-503.0 HEXAGONAL SCREW VITE M8X20 8 

26 9.851-114.0 WASHER DIA. 8.5 ROSETTA Ø8.5 8 

27 9.850-620.0 CLOSED BEARING HOUSING FLANGIA CHIUSA 1 

28* "O" RING Ø2.62X71.12 "O" RING Ø2.62X71.12 F 2 

29 9.850-347.0 ROLLER BEARING CUSCINETTO A RULLI 2 

30 

9.850-191.0 CRANKSHAFT DIA. 24 MM ALBERO Ø24 

1 

• 

9.850-192.0   “   “  “   “        “   “ • • 

9.850-193.0   “   “  “   “        “   “ • • 

9.850-194.0   “   “  “   “        “   “ • 

9.850-195.0   “   “  “   “        “   “ • 

9.850-222.0   “   “  “   “        “   “ •
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Item 
Pos 

Part Number 
Codice 

Description Descrizione KIT 
Q.TY
Q.TÀ

X
L

T
1
5

2
0
H

T
IE

X
 

X
L

T
1
8

2
0
H

T
IE

X
 

X
L

T
2
2

2
0
H

T
IE

X
 

X
L

T
2
5

2
0
H

T
IE

X
 

X
L

T
2
7

2
0
H

T
IE

X
 

X
L

T
3
0

2
0
H

T
IE

X
 

X
L

T
3
3

2
0
H

T
IE

X
 

X
L

T
4
2

1
7
H

T
IE

X
 

31 9.850-447.0 CRANKSHAFT KET CHIAVETTA 1 

• • • • • • • • 

32 9.851-287.0 OIL DIP STICK TAPPO LIVELLO OLIO 1 

33* CRANKSHAFT SEAL ANELLO RADIALE F 1 

34 9.850-546.0 SHIM DISTANZIALE 1 

35 

9.850-604.0 
BEARING HOUSING 
(RIGHT VERSION) 

FLANGIA APERTA  
(VERSIONE DESTRA) 

1 

9.850-605.0 
BEARING HOUSING 
(LEFT VERSION) 

FLANGIA APERTA  
(VERSIONE SINISTRA) 

1 

36* PLUNGER BOLT VITE PISTONE D 3 

37* BONDED SEAL BONDED SEAL D 3 

38* 
PLUNGER DIA. 20 MM PISTONE Ø20 D 

3 
• • • • 

PLUNGER DIA. 22 MM PISTONE Ø22 D • • • • 

39* COPPER SPACER ROSETTA RAME D 3 • • • • • • • • 

40* 
PLUNGER ROD ASTA PISTONE H 

3 
• • • • 

PLUNGER ROD ASTA PISTONE H • • • • 

41* CONNECTING ROD PIN SPINOTTO H 3 

• • • • • • • • 

42* CONNECTING ROD BIELLA H 3 

43* SPRING WASHER ROSETTA ELASTICA Ø8 H 6 

44* CONNECTING ROD SCREW VITE BIELLA H 6 

45* "O" RING Ø2.62X152.07 "O" RING Ø2.62X152.07 F 1 

46 9.850-389.0 CRANKCASE COVER COPERCHIO 1 

47* "O" RING Ø1.78X14.00 "O" RING Ø1.78X14.00 F 1 

48* BRASS PLUG G 3/8 TAPPO OTTONE G 3/8 F 1 

49* SIGHT GLASS, G 3/4 SPIA LIVELLO OLIO  F 1 

50 9.851-474.0 COVER SCREW VITE COPERCHIO 5 
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Dimensioni d'ingombro Overall dimensions

Lubrificazione: Olio SAE 10W40
Capacità: 1.2 Litri
Peso pompa: 17.2 Kg

Lubrication: SAE 10W40 Oil
Capacity: 1.2 Litres
Weight: 17.2 Kg

Pump
Pompa

bar PSI 50 Hz

Pressure
Pressione

Volume
Portata

RPM
giri/min

Power
Potenza

XLT3020IEXS 200 2900 30

Caratteristiche Tecniche Technical CharacteristicsXLT I EX 2012
(vers. Ø24)

l/min GPM

60 Hz 50 Hz 60 Hz 50 Hz 60 Hz

HP kW

50 Hz 60 Hz 50 Hz 60 Hz

36 7.9 9.5 1000 1200 15.6 18.7 11.5 13.8

XLT4317IEX 170 2465 43 52 11.4 13.7 1450 1740 19.1 22.9 14.1 16.9

O
U
TL
ET
 
G
 
1
/
2

213

105

263

156.5

28 189.5

341.5

82

1
68
.2

35
87

4
7

(4x) M10 x14
145

103

8 h9 (- 0.036
0.000+ )

2
7

50 2

XLT3816IEXS 160 2320 38 46 10 12 1000 1200 15.9 19.0 11.7 14.0

XLT5015IEX 150 2175 50 60 13.2 15.8 1450 1740 18.8 22.6 13.8 16.6

2

XLT4014IEX 140 2030 40 48 10.6 12.7 1450 1740 14.0 16.8 10.3 12.4

XLT3517IEX 170 2465 35 42 9.2 11 1450 1740 15.2 18.2 11.2 13.4

XLT3325IEX 250 3625 33 40 8.7 10.4 1450 1740 21.4 25.7 15.7 18.8

XLT3020IEX 200 2900 30 36 7.9 9.5 1450 1740 15.5 18.6 11.4 13.7

XLT2730IEX 300 4350 27 32 7.1 8.5 1450 1740 20.5 24.6 15.1 18.1

XLT2520IEX 200 2900 25 30 6.6 7.9 1450 1740 12.8 15.4 9.4 11.3

XLT2230IEX 300 4350 22 26 5.8 7 1450 1740 16.6 19.9 12.2 14.6

XLT1830IEX 300 4350 18 22 4.8 5.8 1450 1740 13.7 16.4 10.1 12.1

XLT2530IEX 300 4350 25 30 6.6 7.9 1450 1740 19.2 23.0 14.1 16.2

XLT3025IEX 250 3625 30 36 7.9 9.5 1450 1740 19.3 23.2 14.2 17.0

XLT4017IEX 170 2465 40 48 10.6 12.7 1450 1740 17.0 20.4 12.5 15.0

XLT5415IEX 150 2175 54 65 14.3 17.2 1450 1740 21.2 25.4 15.6 18.7

57

24 g6 (-0.020
0.007- )Ø

n
89

(x4) M8 x15

61
n

f7
( -

0.
06
0

0.
03
0

-
)

20

6
M

XLT1530IEX 300 4350 15 18 3.96 4.75 1450 1740 11.5 13.8 8.5 10.2
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5*

7*

12*

12*

Optional
49
(200 Nm)

Pompe XLT I EX serie 2012
XLT I EX pumps 2012 series

HAWK

XLT3020IEXS
XLT3816IEXS
XLT1530IEX
XLT1830IEX
XLT2230IEX
XLT2530IEX
XLT2520IEX
XLT2730IEX
XLT3025IEX
XLT3020IEX
XLT3325IEX
XLT3517IEX
XLT4017IEX
XLT4014IEX
XLT4317IEX
XLT5015IEX
XLT5415IEX

 

23

24

25

26*

27

28

29

30

27

31*

26*

32

33

24

23

36*

37*

38*

39*

40*

41*
42*

43*

44

45*

46*

47*48

2*
3*

4*

6*

8*
9*

10*

15*

16*

17*

18*

1

(200 Nm)

(60 Nm)

(200 Nm)

(25 Nm)

(25 Nm)

(15 Nm)

(40 Nm)

(11 Nm)

Rev. 10 04/2022

34*

35*

11*

13*
14*

(90 Nm)

14*

13*

22*

21*

20*

19*

11*

(21 Nm)
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XLT I EX 2012 SERIES 

ORDINARY MAINTENANCE KIT / KIT MANUTENZIONE ORDINARIA 

KIT 
Item 
Pos. 

Part Number 
Codice 

Description Descrizione 

Q.TY by
Pump
Q.TÀ
per

Pompa 

X
L

T
7

3
0
2
0
IE

X
S

 

X
L

T
3

8
1
6
IE

X
S

 

X
L

T
1

5
3
0
IE

X
 

X
L

T
1

8
3
0
IE

X
 

X
L

T
2

2
3
0
IE

X
 

X
L

T
2

5
3
0
IE

X
 

X
L

T
2

7
3
0
IE

X
 

X
L

T
3

0
2
5
IE

X
 

X
L

T
3

3
2
5
IE

X
 

X
L

T
3

5
1
7
IE

X
 

X
L

T
4

0
1
7
IE

X
 

X
L

T
4

3
1
7
IE

X
 

X
L

T
5

0
1
5
IE

X
 

X
L

T
5

4
1
5
IE

X
 

A 3- 5- 7

1.099-759.0 PLUNGER SEALS DIA. 20 mm GUARNIZIONI PISTONE  Ø20 

1 

• • • • • 

1.099-769.0 PLUNGER SEALS DIA. 22 mm GUARNIZIONI PISTONE  Ø22 • • 

1.099-770.0 PLUNGER SEALS DIA. 25 mm GUARNIZIONI PISTONE  Ø25 • • • • 

1.099-771.0 PLUNGER SEALS DIA. 28 mm GUARNIZIONI PISTONE  Ø28 • • • 

B 

11- 12 (19
20- 21- 22)

13
1.905-686.0 COMPLETE VALVE VALVOLA COMPLETA 

1 

• • • • • • • 

11- 12 (19
20- 21- 22)

13
1.905-687.0 COMPLETE VALVE VALVOLA COMPLETA • • • • • • • 

EXTRAORDINARY MAINTENANCE KIT / KIT MANUTENZIONE STRAORDINARIA 

KIT 
Item 
Pos. 

Part Number 
Codice 

Description Descrizione 

Q.TY by
Pump
Q.TÀ
per

Pompa 

X
L

T
7

3
0
2
0
IE

X
S

 

X
L

T
3

8
1
6
IE

X
S

 

X
L

T
1

5
3
0
IE

X
 

X
L

T
1

8
3
0
IE

X
 

X
L

T
2

2
3
0
IE

X
 

X
L

T
2

5
3
0
IE

X
 

X
L

T
2

7
3
0
IE

X
 

X
L

T
3

0
2
5
IE

X
 

X
L

T
3

3
2
5
IE

X
 

X
L

T
3

5
1
7
IE

X
 

X
L

T
4

0
1
7
IE

X
 

X
L

T
4

3
1
7
IE

X
 

X
L

T
5

0
1
5
IE

X
 

X
L

T
5

4
1
5
IE

X
 

C 3- 4- 5- 6- 7

1.905-670.0 
COMPLETE SEALS PACKING 
DIA. 20 mm 

PACCO COMPLETO 
GUARNIZIONI PISTONE  Ø20 

1 

• • • • • 

1.905-852.0 
COMPLETE SEALS PACKING 
DIA. 22 mm 

PACCO COMPLETO 
GUARNIZIONI PISTONE  Ø22 

• • 

1.905-853.0 
COMPLETE SEALS PACKING 
DIA. 25 mm 

PACCO COMPLETO 
GUARNIZIONI PISTONE  Ø25 

• • • • 

1.905-854.0 
COMPLETE SEALS PACKING 
DIA. 28 mm 

PACCO COMPLETO 
GUARNIZIONI PISTONE  Ø28 

• • • 

D 
34- 35- 36

37

1.099-763.0 PLUNGER DIA. 20 mm PISTONE  Ø20 

3 

• • • • • 

1.099-776.0 PLUNGER DIA. 22 mm PISTONE  Ø22 • • 

1.099-777.0 PLUNGER DIA. 25 mm PISTONE  Ø25 • • • • 

1.099-778.0 PLUNGER DIA. 28 mm PISTONE  Ø28 • • • 

E 2 1.099-766.0 PLUNGER OIL SEALS ANELLI TENUTA OLIO ASTA 1 • • • • • • • • • • • • • • 

“Q.TY by Pump”  =>  Necessary quantity to repair one pump 
“Q.TA’ per Pompa”  =>  Quantità necessaria per riparare una pompa 

NESINPER | Distribucion y gestion tecnica Peru-Europa
www.nesinper.com | WhatsApp PE: +51 998 262 061 | dmedrano@nesinper.com 
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EXTRAORDINARY MAINTENANCE KIT / KIT MANUTENZIONE STRAORDINARIA 

KIT 
Item 
Pos. 

Part Number 
Codice 

Description Descrizione 

Q.TY by
Pump
Q.TÀ
per

Pompa 

X
L

T
7

3
0
2
0
IE

X
S

 

X
L

T
3

8
1
6
IE

X
S

 

X
L

T
1

5
3
0
IE

X
 

X
L

T
1

8
3
0
IE

X
 

X
L

T
2

2
3
0
IE

X
 

X
L

T
2

5
3
0
IE

X
 

X
L

T
2

7
3
0
IE

X
 

X
L

T
3

0
2
5
IE

X
 

X
L

T
3

3
2
5
IE

X
 

X
L

T
3

5
1
7
IE

X
 

X
L

T
4

0
1
7
IE

X
 

X
L

T
4

3
1
7
IE

X
 

X
L

T
5

0
1
5
IE

X
 

X
L

T
5

4
1
5
IE

X
 

F 
26- 31- 43
45- 46- 47

1.905-613.0 KIT CRANKCASE SEALS KIT TENUTE CARTER 1 • • • • • • • • • • • • • • 

G 

3- 4- 5- 6- 7
8- 9- 10- 11
12 (19- 20
21- 22) 13
14- 15- 16

17- 18

1.099-781.0 COMPLETE MANIFOLD 20 TESTATA COMPLETA Ø20 

1 

• • • • • 

1.099-782.0 COMPLETE MANIFOLD 22 TESTATA COMPLETA Ø22 • • 

1.099-783.0 COMPLETE MANIFOLD 25 TESTATA COMPLETA Ø25 • • • • 

1.099-784.0 COMPLETE MANIFOLD 28 TESTATA COMPLETA Ø28 • • • 

H 
38- 39- 40

41- 42
1.904-180.0 

CONNECTING ROD 
PLUNGER ROD ASSY 

PREMONTATO ASTA-BIELLA 
PISTONE  

3 • • • • • • • • • • • • • • 

I 13- 14

1.904-260.0 VALVE PLUG ASSY PREMONTATO TAPPO VAM 

6 

• • • • • • • 

1.904-262.0 VALVE PLUG ASSY PREMONTATO TAPPO VAM • • • • • • • 

“Q.TY by Pump”  =>  Necessary quantity to repair one pump 
“Q.TA’ per Pompa”  =>  Quantità necessaria per riparare una pompa 
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OPTIONAL 

Item 
Pos. 

Part Number 
Codice 

Description Descrizione 

Q.TY by
Pump
Q.TÀ
per

Pompa 

X
L

T
7

3
0
2
0
IE

X
S

 

X
L

T
3

8
1
6
IE

X
S

 

X
L

T
1

5
3
0
IE

X
 

X
L

T
1

8
3
0
IE

X
 

X
L

T
2

2
3
0
IE

X
 

X
L

T
2

5
3
0
IE

X
 

X
L

T
2

7
3
0
IE

X
 

X
L

T
3

0
2
5
IE

X
 

X
L

T
3

3
2
5
IE

X
 

X
L

T
3

5
1
7
IE

X
 

X
L

T
4

0
1
7
IE

X
 

X
L

T
4

3
1
7
IE

X
 

X
L

T
5

0
1
5
IE

X
 

X
L

T
5

4
1
5
IE

X
 

49 

9.853-428.0 THREADED BRASS PLUG G1/4 PREMONTATO TAPPO FORATO 1 • • • • • • • 

9.853-427.0 THREADED BRASS PLUG G1/4 PREMONTATO TAPPO FORATO 1 • • • • • • • 

TOOL KIT 

Part Number 
Codice 

Description Descrizione 

Q.TY by
Pump
Q.TÀ
per

Pompa 

X
L

T
7

3
0
2
0
IE

X
S

 

X
L

T
3

8
1
6
IE

X
S

 

X
L

T
1

5
3
0
IE

X
 

X
L

T
1

8
3
0
IE

X
 

X
L

T
2

2
3
0
IE

X
 

X
L

T
2

5
3
0
IE

X
 

X
L

T
2

7
3
0
IE

X
 

X
L

T
3

0
2
5
IE

X
 

X
L

T
3

3
2
5
IE

X
 

X
L

T
3

5
1
7
IE

X
 

X
L

T
4

0
1
7
IE

X
 

X
L

T
4

3
1
7
IE

X
 

X
L

T
5

0
1
5
IE

X
 

X
L

T
5

4
1
5
IE

X
 

1.099-665.0 TOOL-KIT TOOL-KIT 1 

• • • • • • • • • • • • • • 

1.905-659.0 OIL SEAL EXTRACTOR TOOL-KIT TOOL-KIT ESTR. PARAOLIO 1 

IMPORTANT IMPORTANTE 
* Part available ONLY in kit

Disponibile SOLO in kit

(…) Parts pre-assembled 
Parti pre-assemblate 
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PARTS LIST LISTA PARTI 

Item 
Pos 

Part Number 
Codice 

Description Descrizione KIT 
Q.TY
Q.TÀ

X
L

T
7

3
0
2
0
IE

X
S

 

X
L

T
3

8
1
6
IE

X
S

 

X
L

T
1

5
3
0
IE

X
 

X
L

T
1

8
3
0
IE

X
 

X
L

T
2

2
3
0
IE

X
 

X
L

T
2

5
3
0
IE

X
 

X
L

T
2

7
3
0
IE

X
 

X
L

T
3

0
2
5
IE

X
 

X
L

T
3

3
2
5
IE

X
 

X
L

T
3

5
1
7
IE

X
 

X
L

T
4

0
1
7
IE

X
 

X
L

T
4

3
1
7
IE

X
 

X
L

T
5

0
1
5
IE

X
 

X
L

T
5

4
1
5
IE

X
 

1 9.850-377.0 CRANKCASE CARTER   1 

• • • • • • • • • • • • • • 2* PLUNGER OIL SEAL ANELLO RADIALE  E 3 

3* "O" RING Ø1.78X37.82 "O" RING Ø1.78X37.82 A-C-G 3 

4* 

PRESSURE RING 20MM PRESSORE "U" Ø20 

C-G 3 

• • • • • 

PRESSURE RING 22MM PRESSORE "U" Ø22 • • 

PRESSURE RING 25MM PRESSORE "U" Ø25 • • • • 

PRESSURE RING 28MM PRESSORE "U" Ø28 • • • 

5* 

LOW PRESSURE "U" SEAL, 
DIA.20MM 

ANELLO TENUTA "U" Ø20  

A-C-G 3 

• • • • • 

LOW PRESSURE "U" SEAL, 
DIA.22MM 

ANELLO TENUTA "U" Ø22  • • 

LOW PRESSURE "U" SEAL, 
DIA.25MM 

ANELLO TENUTA "U" Ø25  • • • • 

LOW PRESSURE "U" SEAL, 
DIA.28MM 

ANELLO TENUTA "U" Ø28  • • • 

6* 

INTERMED. RING 20MM DIFFUSORE INTER. Ø20    

C-G 3 

• • • • • 

INTERMED. RING 22MM DIFFUSORE INTER. Ø22  • • 

INTERMED. RING 25MM DIFFUSORE INTER. Ø25 • • • • 

INTERMED. RING 28MM DIFFUSORE INTER. Ø28  • • • 

7* 

HIGH PRESSURE "U" SEAL, 
DIA.20MM 

ANELLO TENUTA "U" Ø20   

A-C-G 3 

• • • • • 

HIGH PRESSURE "U" SEAL, 
DIA.22MM 

ANELLO TENUTA "U" Ø22  • • 

HIGH PRESSURE "U" SEAL, 
DIA.25MM 

ANELLO TENUTA "U" Ø25  • • • • 

HIGH PRESSURE "U" SEAL, 
DIA.28MM 

ANELLO TENUTA "U" Ø28  • • • 

8* BRASS PLUG G 3/4 TAPPO G 3/4 G 1 
• • • • • • • • • • • • • • 

9* COPPER WASHER G 3/4 GUARNIZIONE RAME G3/4 G 1 

10* 
MANIFOLD HOUSING 28/25 TESTATA Ø28/25 

G 1 
• • • • • • • 

MANIFOLD HOUSING 22/20 TESTATA Ø22/20 • • • • • • • 

11* 
"O" RING Ø2.62X25.07 "O" RING Ø2.62X25.07 

B-G 6 
• • • • • • • 

"O" RING Ø2.62X21.89 "O" RING Ø2.62X21.89 • • • • • • • 

12* 
VALVE ASSEMBLY VALVOLA PREMONTATA 

B-G 6 
• • • • • • • 

VALVE ASSEMBLY VALVOLA PREMONTATA • • • • • • • 

13* 
"O" RING Ø2.62X26.58 "O" RING Ø2.62X26.58 

B-G-I 6 
• • • • • • • 

"O" RING Ø2.62X25.80 "O" RING Ø2.62X25.80 • • • • • • • 

14* 
VALVE PLUG TAPPO VALVOLA  

G-I 6 
• • • • • • • 

VALVE PLUG TAPPO VALVOLA  • • • • • • • 

15* MANIFOLD STUD BOLT VITE M10X80 GEOMET G 8 

• • • • • • • • • • • • • • 
16* LOCK-WASHER ROSETTA ELASTICA    G 8 

17* COPPER WASHER G1/2 GUARNIZIONE RAME G1/2 G 1 

18* BRASS PLUG G1/2 TAPPO G1/2 G 1 N
ES

IN
PE

R
 | 

D
is

tr
ib

uc
io

n 
y 

ge
st

io
n 

te
cn

ic
a 

Pe
ru

-E
ur

op
a 

| w
w

w
.n

es
in

pe
r.c

om
 | 

+5
1 

99
8 

26
2 

06
1



LEUCO S.p.A. 

7 di 7 XLT I EX 2012 Rev. 10  04-22 

Item 
Pos 

Part Number 
Codice 

Description Descrizione KIT 
Q.TY
Q.TÀ

X
L

T
7

3
0
2
0
IE

X
S

 

X
L

T
3

8
1
6
IE

X
S

 

X
L

T
1

5
3
0
IE

X
 

X
L

T
1

8
3
0
IE

X
 

X
L

T
2

2
3
0
IE

X
 

X
L

T
2

5
3
0
IE

X
 

X
L

T
2

7
3
0
IE

X
 

X
L

T
3

0
2
5
IE

X
 

X
L

T
3

3
2
5
IE

X
 

X
L

T
3

5
1
7
IE

X
 

X
L

T
4

0
1
7
IE

X
 

X
L

T
4

3
1
7
IE

X
 

X
L

T
5

0
1
5
IE

X
 

X
L

T
5

4
1
5
IE

X
 

19* 
VALVE SEAT SEDE VALVOLA B-G 6 • • • • • • • 

VALVE SEAT SEDE VALVOLA B-G 6 • • • • • • • 

20* VALVE PLATE PIATTELLO VALVOLA B-G 6 

• • • • • • • • • • • • • • 

21* VALVE SPRING MOLLA VALVOLA B-G 6 

22* VALVE CAGE GABBIA VALVOLA B-G 6 

23 9.851-503.0 HEXAGONAL SCREW VITE M8X20 8 

24 9.851-114.0 WASHER DIA. 8.5 ROSETTA Ø8.5 8 

25 9.850-620.0 
CLOSED BEARING 
HOUSING 

FLANGIA CHIUSA 1 

26* "O" RING Ø2.62X71.12 "O" RING Ø2.62X71.12 F 2 

27 9.850-347.0 ROLLER BEARING CUSCINETTO A RULLI 2 

28 

9.850-194.0 CRANKSHAFT DIA. 24 MM ALBERO Ø24 

1 

• 

9.850-192.0   “   “  “   “        “   “ • • 

9.850-193.0   “   “  “   “        “   “ • • • • 

9.850-191.0   “   “  “   “        “   “ • • • • • • 

9.850-222.0   “   “  “   “        “   “ • 

29 9.850-447.0 CRANKSHAFT KET CHIAVETTA 1 

• • • • • • • • • • • • • • 

30 9.851-287.0 OIL DIP STICK TAPPO LIVELLO OLIO 1 

31 9.850-000.0 CRANKSHAFT SEAL ANELLO RADIALE 1 

32 9.850-546.0 SHIM DISTANZIALE 1 

33 

9.850-604.0 
BEARING HOUSING  
(RIGHT VERSION) 

FLANGIA APERTA 
(VERSIONE DESTRA) 

1 

9.850-605.0 
BEARING HOUSING  
(LEFT VERSION) 

FLANGIA APERTA 
(VERSIONE SINISTRA) 

34* PLUNGER BOLT VITE PISTONE D 3 

35* BONDED SEAL BONDED SEAL D 3 

36* 

PLUNGER DIA. 20 MM PISTONE Ø20 D 

3 

• • • • • 

PLUNGER DIA. 22 MM PISTONE Ø22 D • • 

PLUNGER DIA. 25 MM PISTONE Ø25 D • • • • 

PLUNGER DIA. 28 MM PISTONE Ø28 D • • • 

37* COPPER SPACER ROSETTA RAME D 3 

• • • • • • • • • • • • • • 

38* PLUNGER ROD ASTA PISTONE H 3 

39* CONNECTING ROD PIN SPINOTTO H 3 

40* CONNECTING ROD BIELLA H 3 

41* SPRING WASHER ROSETTA ELASTICA Ø8 H 6 

42* CONNECTING ROD SCREW VITE BIELLA H 6 

43* "O" RING Ø2.62X152.07 "O" RING Ø2.62X152.07 F 1 

44 9.850-389.0 CRANKCASE COVER COPERCHIO 1 

45* "O" RING Ø1.78X14.00 "O" RING Ø1.78X14.00 F 1 

46* BRASS PLUG G 3/8 TAPPO OTTONE G 3/8 F 1 

47* SIGHT GLASS, G 3/4 SPIA LIVELLO OLIO  F 1 

48 9.851-474.0 COVER SCREW VITE COPERCHIO 5 
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Pag. 1 di 2 

DECLARATION OF CONFORMITY UE 
pursuant to attachment II, point B of Directive 2006/42/EC 

pursuant to attachment X OF Directive 2014/34/UE II 2G c T4 
TECH. FILE REF. 
AT18-0025274-01 

Product: VOLUMETRIC ALTERNATIVE PISTON PUMP 

Name of producer: LEUCO S.p.A. 
Address:   Via Pietro Colletta, 20 

42124 Reggio Emilia (RE) 

This declaration of conformity is issued under the sole responsibility of the manufacturer 

OBJECT OF THE DECLARATION: 

General name: VOLUMETRIC ALTERNATIVE PISTON PUMP 
Commercial name:   XLT IEX – XLT HT IEX SERIES 
Model:   see list at page 2 
Registration nr.:  From nr 000001 to nr. 999 999 
Product options / available accessories: None 

THE OBJECT OF THE DECLARATION ABOVE COMPLIES WITH THE FOLLOWING 
EUROPEAN COMMUNITY DIRECTIVES 

Directive 2006/42/CE Machines Directive limited for the following E.S.R: 
1.1.1 - 1.1.2 - 1.1.3 - 1.1.5 - 1.3.1 - 1.3.2 - 1.3.4 - 1.3.6 - 1.3.7 - 1.3.8.1 - 1.5.4 - 1.5.5 - 1.5.6 - 1.5.7 - 1.5.9 - 1.6.1 - 1.6.4 - 1.6.5 - 

1.7.1.1 - 1.7.2 - 1.7.4 
Directive 2014/34/UE Protection devices and systems to be used in a potentially explosive atmosphere 

REFERENCE TO THE RELEVANT HARMONIZED DIRECTIVES CONSIDERED OR REFERENCES TO OTHER TECHNICAL SPECIFICATIONS 
IN RELATION TO WHICH CONFORMITY IS DECLARED: 

UNI EN 12100:2010 Safety of machinery – General design principles, the assessment and reduction of risk 
UNI EN 1127-1:2011 Explosive atmospheres – The prevention of explosions and protection against explosions. Fundamental 
concepts and methodology 
UNI EN 809:2009 Pumps and pumping units for liquids – General safety requirements  

ADDITIONAL INFORMATIONS: 

The technical documentation with reference to AT18-0025274-01 was filed at the IMQ S.p.A. - via Quintiliano, 43 20138 Milano 
(Notified Body No. 0051), as required by Annex VIII of Directive 2014/34 / EU. 

The partly-completed machinery MUST NOT BE PUT INTO OPERATION until the final machine in which it is to be incorporated has 
been declared as complying, if relevant, with the provisions of directive 2006/42/EC.  
The relevant technical documentation has been completed in compliance with attachment VII part B (Dir. 2006/42/EC). In response 
to a justified request on the part of a National Authority, the Producer undertakes to transmit information relating to the partly-
completed machinery, in a reasonable time period, by fax, e-mail or by hand.  

 NAME AND ADDRESS OF THE PERSON/BODY AUTHORISED TO PREPARE THE RELEVANT TECHNICAL DOCUMENTATION, 
WHO/WHICH MUST BE LOCATED IN THE EUROPEAN COMMUNITY: 

LEUCO S.p.A. - Via Pietro Colletta, 20 42124 Reggio Emilia (RE) ITALY 

Signature: 
Giuseppe Del Duca, LEUCO S.p.A. Legal Representative 

Reggio Emilia, 07/06/2018 
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Pag. 2 di 2 

DECLARATION OF CONFORMITY UE 
pursuant to attachment II, point B of Directive 2006/42/EC 

pursuant to attachment X OF Directive 2014/34/UE II 2G c T4 
TECH. FILE REF. 
AT18-0025274-01 

MODELS XLT IEX SERIES MODELS XLT HT IEX SERIE 

XLT3020IEXS XLT1520HTIEX 

XLT3816IEXS XLT1820HTIEX 

XLT1530IEX XLT2220HTIEX 

XLT1830IEX XLT2520HTIEX 

XLT2230IEX XLT2720HTIEX 

XLT2520IEX XLT3020HTIEX 

XLT2530IEX XLT3320HTIEX 

XLT2730IEX XLT4217HTIEX 

XLT3020IEX / 

XLT3025IEX / 

XLT3325IEX / 

XLT3517IEX / 

XLT4014IEX / 

XLT4017IEX / 

XLT4317IEX / 

XLT5015IEX / 

XLT5415IEX / 

NESINPER | Soporte tecnico y comercial
Hidrolavadoras Nesinper S.A.C.
Deyvi Medrano Q. | Gestion tecnico-comercial | dmedrano@nesinper.com
WhatsApp PE: +51 998 262 061

info@nesinper.com | www.nesinper.com

Gestion tecnica Peru-Europa
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